
083083083MEDI BENDERMEDI BENDER®

MODEL

Part# 083 
Capacity: 1¼″ Tube 

 

* Contact CML USA for complete technical specifications.
All capacities based on mild grade materials; heavy wall and 

high tensile materials reduce machine capacity.

Dimensions & Specifications
 Minimum O.D. ¼″
 Maximum O.D. 1¼″ - .065 wall
 Pipe Capacity (Max.) 1″ Sch. 10
 Minimum CLR  2D Depending material and wall thickness

 Maximum CLR 6⅞″ 
 Angle Range 180°
 Bending Speed Manual
 Angle Control Rotary dial
 Two Axis Positioner No
 Dimensions (L, W, H) 13″ x 10″ x 8″
 Shipping Weight 40 lbs.

www.ercolina-usa.com

Degree wheel for repeatable 
bending angles
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CML USA Inc. Ercolina®

“ 40 Years Excellence in Quality, Support and Service ”“ 40 Years Excellence in Quality, Support and Service ”

Features
●  Portable bending machine with manual operation 

ideal for all fabricators, contractors and job site 
bending applications 

● Bend round or square material
●  Bend angles to 180°, degree wheel for repeatable 

bending angles
●  Accepts Ercolina’s patented quick-change tooling
●  Adapts to hand drill for quicker operation
●  Tripod base available for on-site bending
●  Tooling and accessories available at

www.ercolina-usa.com
● Ships with carrying case and tool kit
● One (1) year limited warranty

REQUIRES NO ELECTRICAL POWER


